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CE ISO Ultrasonic Homogenizer Sonicator Processor Cell Disruptor Mixer 150 W 

20KHZ  CE and ISO Certificated  

   



 

Introduction 

Ultrasonic processor is one of the commonly used equipment for laboratory sample 

pretreatment. It is widely used in nano-industry, biology, chemical, pharmaceutical, dye, 

optics, jewelry, aerospace, hardware, automobile manufacturing and other fields 

Ultrasonic homogenizers are multi-function and multi-purpose instruments that utilize 

intense high frequency sound to induce cavitation in liquid. As the cavitation bubbles 

collapse, high shearing energies disrupt animal and plant tissue, and lyse yeast, 

bacteria and spores. The ultrasonicator can also be used for non-biological applications 

such as emulsification, nanoparticle dispersion, intense washing or acceleration of 

chemical reactions (sonochemistry). 

 

Features 

1. Automatic resonance point and power control, no need to manually adjust energy 

manually. 

2.99 hour process control timer, control total working time: from 1 second to 99 hours, 

suspend the current running task in real time. 

3. Working time display, in the cumulative state. 

4. On/Off Pulse Timer: Ensure high-intensity processing of temperature sensitive 

samples. The on and off cycles can be selected from 1 second to 99 minutes. 

  

5. Automatic amplitude compensation to ensure that the probe amplitude does not 

change due to load changes during the ultrasound process. 



6. Sample overload / over temperature protection device. 

7. The frequency is automatically tracked and the fault is automatically alarmed. 

8. Easy to operate, type directly. 

  

Common applications 

1. Chinese medicine extraction, cell, bacteria, viral tissue fragmentation. For example, 

the extraction of cell contents. 

  

2. Dispersion, homogeneity of the material particles, and emulsification of the product. 

For example, dispersion of nanomaterials (silica, carbon dioxide, carbon nanotubes, 

graphene, etc.). 

  

3. Accelerate the dissolution and accelerate the chemical reaction. For example for 

chemical synthesis. 

Parameter: 

Power Supply: 110V/60HZ or 220V/50HZ 

  

Frequency range: 20 KHz  

Output power: 150 W  

Power regulation: 0%-100%, 5% increment 

Ultrasound mode: pulse mode / continuous mode 

Timing function: LCD screen, 1s-99h adjustable 

Probe material: titanium alloy, TI-6AL-4V 



  


